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Alurail
Module profiles, divided

ARPMG 00/27-140
Order no.: 87121400

* = Available on request.

Dimensions

Dimensions
28.1 x 45 x 130 mm

Product drawing

Characteristics

Colour of enclosure group
Natural-coloured anodised

Protection class
IP 40

Enclosure Material
Extruded profiles: Al Mg Si 0.5, anodised; profile caps: polyamide 6.6 FR; for details see Technical Information

Scope of delivery
Module profile, 2 parts

Note
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C = profile length; special lengths and module bridges for partial module mounting on request. Module caps and front panels as
accessories.

Technical documentation / Downloads
Technical drawings

3D product data in STEP format: 87121400 ARPMG-00-27-140.stp (138.0 KB)
Product drawing in PDF format: 87121400 ARPMG-00-27-140.pdf (70.7 KB)
Product drawing in DXF format: 87121400 ARPMG-00-27-140.dxf (553.7 KB)

Product information

alurail en.pdf (1.1 MB)

Maximum Load DIN Rail enclosures EN.pdf (110.3 KB)

Important!
To compensate for pressure when temperatures change and cause moisture in the enclosure, we we recommend that you use a
pressure compensationelement.
» Additional information

https://www.bopla.de/index.php?eID=tx_securedownloads&p=502&u=0&g=0&t=1666429320&hash=9b2b77aa72cdda01e5784fbc801f439e51f6364b&file=/fileadmin/product_data/Alle_Alurail/87121400_ARPMG-00-27-140.stp
https://www.bopla.de/fileadmin/product_data/Alle_Alurail/87121400_ARPMG-00-27-140.pdf
https://www.bopla.de/fileadmin/product_data/Alle_Alurail/87121400_ARPMG-00-27-140.dxf
https://www.bopla.de/fileadmin/product_data/00_the_red_book/alurail_en.pdf
https://www.bopla.de/fileadmin/product_data/_Product_Information/Maximum_Load_DIN_Rail_enclosures_EN.pdf
https://www.bopla.de/en/technical-data/technical-information/pressure-compensation-elements.html
https://www.bopla.de/en/technical-data/technical-information/pressure-compensation-elements.html

