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Alurail
Front panels for module profiles, 2 mm, natural-coloured anodised aluminium

ARM 45-105 FP
Order no.: 87421050

For ARPM(G) 45(00)/27-105

* = Available on request.

Characteristics

Colour of enclosure group
anodized

Enclosure Material
Extruded profiles: Al Mg Si 0.5, anodised; profile caps: polyamide 6.6 FR; for details see Technical Information

Scope of delivery
1 front panel

Technical documentation / Downloads
Technical drawings

3D product data in STEP format: 87421050 ARM-45-105-FP.stp (9.3 KB)
Product drawing in PDF format: 87421050 ARM-45-105-FP.pdf (28.6 KB)
Product drawing in DXF format: 87421050 ARM-45-105-FP.dxf (227.3 KB)

Product information

alurail en.pdf (1.1 MB)

Important!
To compensate for pressure when temperatures change and cause moisture in the enclosure, we we recommend that you use a
pressure compensationelement.
» Additional information

https://www.bopla.de/index.php?eID=tx_securedownloads&p=502&u=0&g=0&t=1666773296&hash=1c14e65211d33ca690813ba6803b1d2ea238f428&file=/fileadmin/product_data/Alle_Alurail/87421050_ARM-45-105-FP.stp
https://www.bopla.de/fileadmin/product_data/Alle_Alurail/87421050_ARM-45-105-FP.pdf
https://www.bopla.de/fileadmin/product_data/Alle_Alurail/87421050_ARM-45-105-FP.dxf
https://www.bopla.de/fileadmin/product_data/00_the_red_book/alurail_en.pdf
https://www.bopla.de/en/technical-data/technical-information/pressure-compensation-elements.html
https://www.bopla.de/en/technical-data/technical-information/pressure-compensation-elements.html

